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To: Komatsu Distributors —  Attn: DB Managing Directors
Cc: Attn: DB Sales Managers and Product Managers
From : Tadashi Maeda

New Product Introduction Announcement — NP10164
Dear Madam or Sir,

| am delighted to introduce you to the HD465-10E0 and HD605-10E0 Rigid Dump
Trucks. Available to order from 01 May 2024, the new trucks benefit from over 100 years
of Komatsu quarry and mining know-how to deliver ultimate safety levels, increased
productivity, unrivalled durability, and impeccable environmental credentials.

In advance of the development, our engineers listened to your customers who told them
that their key concerns are safety, cost per tonne produced, environment, uptime, and
driver comfort.

Our development teams took this on board to deliver increased power, reduced weight,
increased load capacity & body volume, extreme durability, a host of safety features as
standard, easy safe access & egress, surround visibility systems, intelligent assist
initiatives that seamlessly merge driver and machine, and maintained low fuel
consumption with minimal CO2 emissions. Easy maintenance, a proven aftertreatment
module without the need for AdBlue, and 100% compatibility with HVO fuel are all part
of the standard offering. Combine with the Smart Quarry Site (SQS) system for ultimate
Total Cost of Ownership (TCO) performance. Absolute peace of mind is delivered
through the Komatsu Care programme.

The new trucks inherit the key attributes of their legendary dash 8 predecessors and
boost customer value through improved performance, safety initiatives, operator
comfort, and assist systems.

Model Names: HD465-10E0 & HD605-10EO

Shipments: HD605-10E0 September 2024
HD465-10E0 November 2024

Sales area: KEISA sales territories.

Price list: CPQ from 01 May 2024

HD465-10E0 & HD605-10EO; caring for people, the planet, and your customers’
profitability.

Yours faithfully,

Tadashi Maeda
Managing Director & CEO
Komatsu Europe International n.v.
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Key Sales Features.

* EU Stage V emissions compliant: Ensures compliance for participation in any
tender, providing peace of mind.

* 610 kW Komatsu engine: Delivers power precisely when needed for optimal
efficiency.

* 100% compatibility with paraffinic fuels (HVO, etc.): Minimizes CO2 emissions,
contributing to environmental sustainability.

* Different dump bodies (37.1ms3, 40ms3, 43m?3): Ensure that target payloads can be
achieved with typical quarry material densities.

* 10/10/20 Payload policy: Maximizes productivity by fully utilizing vehicle
performance, reducing operating costs, and extending the life of brakes, tires, and
other components.

« Ultimate productivity: Increased engine power and torque ensure fast cycles and
combined flexible power modes, maximizing profitability.

 Improved fuel efficiency: Enhanced engine torque, a new efficient cooling system,
and reduced empty weight optimize fuel efficiency, maximizing profitability.

* Throttle lock/Cruise control: Enhances operator comfort during long hauls.

» Waiting brake: Increases operator comfort during loading operations.

« Hill start assist: Anti-roll-back system prevents unwanted reverse travel in slope
operations.

* Full LED lamps as standard: Ensures absolute safety and comfort.

* Dumping light function LED: Activates rear work lights during dumping, ensuring
safe and smooth operations in low-light conditions.

* Brake performance check: Ensures safe operation by confirming proper brake
performance.

 External Seat belt reminder: Complies with local site safety regulations with factory-
installed options.

* 4-point seat belt option: Ensures operator safety.

* Bluetooth radio: Connects mobile phones to the truck’s stereo system.

 Sun visor: Roller sunshade blocks strong sunlight and heat for operator comfort.
* Overload alarm and speed limit functions: Promote long truck life by ensuring
correct payload.

* Maintenance-free batteries: High-capacity batteries requiring no maintenance.

» Plastic wheel chocks: Lightweight but strong wheel chocks can be easily and
comfortably handled by any operator.

» Komatsu Oil and Wear Analysis (KOWA) sampling port: Centralized oil sampling
setup ensures easy and accurate oil sampling processes.

» Komtrax Step 5 and Komtrax Plus: Ultimate asset management solutions.

* Komatsu Care: Provides absolute peace of mind for customers.
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2. Introduction Time Schedule

HD465-10E0 / HD605-10EO:

e Price list CPQ: May 2024
e Order intake CPQ: May 2024
e Product first deliveries HD605-10E0 September 2024
e Product first deliveries HD465-10E0 November 2024
e Preliminary brochure (all languages): May 2024
e Final brochure (with jobsite images): July 2024
e Sales training Webinars May/June 2024
3. Availability

Model change will be by running change. HD465-8E0 & HD605-8E0 will be available
until stock is sold out. The new lightweight 37,1m3 body for HD465-10 and 43m? body
for HD605-10EO has limited availability in CY2024, as such the current quarry body
will remain available. Please check with the IMA Sales Administration Team for
specific availability and specifications.

4. Sales area
General:
HD465-10E0 and HD605-10E0 will be delivered to Komatsu Europe sales territories
where fuel is available with a sulphur content below 10 ppm (parts per million).

4.1 EU Stage V requlations

EU Stage V regulations for engines >560 kW became effective 01 January 2019. The
new HD465-10E0 and HD605-10EQ0 fully comply with EU Stage V emissions
regulations.

For any specific information, please contact your responsible Product Manager.

4.2 EN 474 full revision earth moving machinery standards
The full revision of the EN474 earth-moving machinery standards was published in
the Official Journal of the European Union on 02 August 2023 with a transition period
until 01 February 2025. This means that until 02 February 2025 manufacturers can
refer to the current standards or the new standards, and from 02 February 2025 must
refer to the new standards.
The new HD465-10E0 and HD605-10EO fully comply with the new standards.

5. Responsible Product Manager

Juuso Ahola Ralf Uta

Product Manager ADT’s & RDT’s Product Manager for Italy
mobile:  +358 404509984 +49 15209333980

email:  juuso.ahola@komatsu.eu ralf.uta@komatsu.eu
Marc Thomas Alberto Car

Product Manager for France Product Manager for Italy
mobile: +33 647592194 +39 3485508730

email: mthomas@komatsu.fr alberto.car@komatsu.eu
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6. Annex
Annex 1 Specification HD465-10 and HD605-10
HD465-10E0 / HD605-10EO
Common Engine
Description Komatsu SAA6D170E-7 610 kW (ISO 14396) at 2000 rpm with variable displacement turbo (KVGT) aftercooled high pressure

common rail (HPCR) direct injection diesel engine, with electronic governor, Engine control with selectable operating modes for
fuel savings: P/E/E-Light, automatic idling shutdown modes, Exhaust Gas Recirculation (EGR) technology and Komatsu Diesel
Particulate Filter (KDPF) which also acts as muffler. Double element type air cleaner, with pre-cleaner and dust indicators.
Complies with European stage V emissions and EN474FR standards. Hydraulic driven fan. Alternator 100 A. Batteries 4 X
12V/160 Ah (maintenance free). Starting motor 2 X 7.5 kW/24V.

Powertrain

Fully automatic transmission with all speed electronic modulation and skip shift control. Service brakes are full hydraulic
controlled calliper disc brakes (front) and full hydraulic controlled (oil cooled) multi disc brakes (rear and retarder). Secondary
brake: actuates all service brakes (front, rear and parking, 3-way, variable). Spring applied multi disc type parking brake.
Automatic retard speed control. Throttle lock, cruise control by fixed engine RPM. Front brake cut-off system. Full hydraulic
steering system. 6 rims for 24.00-35/24.00-R35 tire. Automatic emergency steering. Komatsu Traction Control System (KTCS)
Cab

Sound suppressed viscous mounted dual entry cab with integrated ROPS/FOPS, tinted safety & defogging glass, electric
assist window (LH+RH), air-conditioner, cigarette lighter & ashtray, radio AM/FM with aux, additional sun visor, large storage
and cooler box, 12 V electrical outlet. Heated and ventilated air suspension type seat (fabric and reclining) with head rest and
3-point seat belt. Seat belt remainder with external lamp Tiltable and telescopic steering wheel. Fabric passenger seat with
seat belt. Digital multipurpose colour monitor with eco guidance function, coolant temperature alarm and light, electric hoist
control system. Rear view camera and monitor.

Other

Hydropneumatic suspension (front and rear). Payload meter. Filler cap lock and cover lock, poor fuel (dust) arrangement,
back-up alarm, engine side covers, heated rear view mirrors LH &RH (one each), non heated additional rear view mirror RH,
and under view mirror. Integrated stairway with gentle slope and Dimpled slip-resistant plates. Catwalk with handrails, platform
ladder with handrails, handrails for radiator guard, mud guards (frame mounted, front), tire guards. Engine under guard,
transmission under guard, propeller shaft guards front and rear. LED headlamps, high beam and low beam. LED ladder lamp.
LED side work lamps. Hazard lights LED, Fog lights LED, engine room light LED, rear led combination lights LED. Reverse
lights LED and dump light function. RH ladder. Fast fill coupler for fuel tank. Komtrax function with satellite connection.
Komtrax plus with wireless LAN. Overturn warning device. Overload and maximum speed limit function. Overload alarm
function. Battery disconnection switch. Emergency stop switch. Lock out tack out / Service lockout (Starter disconnect switch)
Auto idling stop. Hill start assist Wheel chocks (plastic). Ambient temperature working range for operation and storage from -
20 °C to +40 °C. TYING-DOWN 2017 ARNG points for transport. TIE OFF for service

Does not include

Dump body. Tyres

Remarks

All decals and operator manuals will be provided in the official EU language requested by the distributor.

In case of non availability of the specific language, English will be provided.

Essential Equipment — Dump Body

4HA40Q-B

Quarry 40 m3 heated body (exhaust heating) with 300 mm spill guard, platform guard, body positioner.

4HA43A001

Light weight 43 m3 heated body (exhaust heating) with 300 mm spill guard, platform guard, body positioner.

Optional Equipm

ent —

2HEO02

Suspension, automatic
This option is factory back order only.

6HC22 Anti-lock brake system
This option is factory back order only.
6HF52SFA-A Download software for PC (version 2.0), includes cable (CD for Windows 8)
6HF52XA-A USB serial conversion overseas
6HGO04 Engine oil and coolant heater, electric
6HG51 Battery jump start
SHW?2435LZB 1 x rim for 24.00-35/24.00-R35
Spare rim, less tyre. Only accepted if ordered together with machine
2AD92A SEARS SEAT, 4-point seat belt
6HL33 RADIATOR SHUTTER, CANVAS TYPE
6HGO4 ENG. OIL & COOLANT HEATER, ELECTRIC
6HF55M-A K-PLUS2 MOBILE NETWORK KIT, GENERAL
7HB997024A NO BODY HEATING KIT

62759

JACK UP SUPPORT TOOL FOR FRONT TIRE




Annex 2 Sales Publication Schedule

1. Sales Administration

Item Availability Location

First shipment to Distributors HD605-10E0Q Sep-24 From KEISA Stock

First shipment to Distributors HD465-10E0Q Nov-24 From KEISA Stock

CPQ price list May-24 CPQ Komatsu

Machine lead time report May-24 Weekly issue

First order intake May-24 CPQ Komatsu

Extended warranty programs May-24 CPQ Komatsu

Repair and maintenance cost May-24 MCC/TCO

2. Publications

Iltem Availability Location

Fundamentals Preliminary Brochure (PDF) May-24 Komatsu Global Portal
Final Brochure English July-24 Komatsu Global Portal
Final Brochure Major languages (PDF, July-24 Komatsu Global Portal
printed version ready to order)
Operation manual March 24 Komatsu Global Portal
Operation manual (hard copy) Sep-24 Send with machine
Parts Book March 24 Komatsu Global Portal
Parts Book (CD ROM) March 24 Send with machine
Shop manual March 24 Komatsu Global Portal
Press Release April 24 Komatsu Global Portal

3. Sales training

Item Availability Location

Training Sales Staff Webinars TBC* TBC*

* Check the training newsletter for full details.




